COMEURP

AUTOMOTIVE WINCH

COMEUP winch, come equipped with a heavy duty motor that delivers superior torque output and faster line
speed for self-recovery or utility duty Automotive applications. The Automotive winches come with U.S.,
Germany, U.K., France, etc. patented automatic CBS (Cone Brake Structure) that completely holds in full load
and is easily maintained. Explore and experience the quality of COMEUP Automotive winches that are the best
solution for 4x4 trucks and SUVs. They give you power whenever and wherever you need it!

A. SELF-RECOVERY WINCH
A UTILITY DUTY WINCH
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Summary:
» All sealed high performance motor supplies superior torque output and faster line speed
'+ 3 stage planetary gearbox delivers the most reliable and durable performance of winch under the rugged

- conditions N
% Heaw ity sealed cuntactur ensures sound waterproof protection
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COMEUP

SEAL DS SERIES WINCH

COMEUP new-generation Seal DS Series are 9,500
Ib line-pulling capacities, high performance self-
recovery winches that include six models: Seal
DS-9.5, Seal DS-9.5s, Seal DS-9.5rs, Seal DS-9.5i,
Seal DS-9.5si and Seal DS-9.5rsi. In addition to
numeric model code, whole new DS-9.5 winch has a
new name “Seal” representing its submersible
capability. Seal Series winches come with a fully
sealed transmission system with extreme-duty water
resistance and Automatic full load Cone Brake
Structure (CBS). The advantage of CBS - “Brake
outside the drum” - allows rapid heat dispersion. It is

ideally suited to heat-sensitive synthetic ropes.
Seal DS Series are uniquely designed with a built-in waterproof
receiver module for a wireless remote control that is certified by FCC
& CE. A recovery damper and a pair of winching leather gloves come
as added bonus.

ANTARCTICA EXPLORATION

Following a successful trip to the Magnetic North Pole with Top Gear and Toyota GB, Arctic Trucks (COMEUP

Distributor in ICELAND) COMEUP have now sponsored vehicles equipped with COMEUP winches and

people to support a ski race to the South Pole 2008/09.

Starting from top of the map, the competitors walked the first 200km from Novo airbase to ETL (End of

Training Leg) marked with yellow line. This area has dangerous crevasses but the vehicles had already
marked a safe route through this area.
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SELF-RECOVERY WINCH
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Seal DS-9.5 Self-Recovery Winch ~ Seal DS-9.5s Self-Recovery Winch  Seal DS-9.5rs Self-Recovery Winch

= Rated Line Pull: 4,309 kg / 9,500 Ib = Rated Line Pull: 4,309 kg / 9,500 Ib = Rated Line Pull: 4,309 kg / 9,500 Ib
* Part Number: PN 294666 12V DC motor = Part Number: PN 293010 12V DC motor = Part Number: PN 293655 12V DC motor
» Comes with synthetic rope and hawse = Comes with wireless receiver built-in control
fairlead pack, synthetic rope and hawse fairlead

DIMENSION mm/in (Seal DS-9.5/9.5s/9.5rs)
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—» Submersible Sealed Contactor

and rated up to 400A for 12V.

—>» Aluminum alloy housings

to withstand the strength of 2.0 x rated load of winch.

> All sealed high performance motor

1 h 4 equally positioned pin holes ensure seamless clutch transmission
and make it easily rotate by 90° increments.

The brand new heavy-duty sealed contactor with silver-alloy contact pads, thick copper buss bars and submersible construction
ensures weather resistance. It handles high amps and allows higher a duty cycle. The industrial grade contactor is durable, reliable,

Built-in waterproof receiver for wireless remote control (Only Seal DS-9.5rs)

Tough aluminum alloy die cast housings provide massive structural durability

—» Turn clutch by ergonomic T-handle for
rapid rope payout
4 equally positioned pin holes make it possible to reposition by
90° increments for custom and in bumper requirements.

Automatic, full load Cone Brake
Structure (CBS)

The U.S. Germany, U.K. France, efc patented
baking system automatically endures full load
without slipping. With CBS, the greater the load on
the wire rope, the greater amount of braking is
generated by the mechanism. Furthermore, the
braking mechanism mounted outside the drum
rather than inside the drum expedites heat
dispersion and also makes this winch ideal for use
with synthetic rope.

Hardened steel 3 planetary gear train
Rugged and quiet planetary gearings for maximum
Extreme-duty water resistance mechanical efficiency.

Heavy duty series wound motor delivers superior torque output and faster line speed. A built-in thermal detector
automatically sends a waming signal to "Remote Control” when motor is over-heated.
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Seal DS-9.5i self-Recovery Winch Seal DS-9.5si Self-Recovery Winch ~ Seal DS-9.5rsi Self-Recovery Winch

= Rated Line Pull: 4,309 kg / 9,500 Ib » Rated Line Pull: 4,309 kg / 9,500 Ib = Rated Line Pull: 4,309 kg / 9,500 Ib
= Part Number: PN 299368 12V DC motor » Part Number: PN 293220 12V DC motor » Part Number: PN 293244 12V DC motor
= Comes with synthetic rope and = Comes with wireless receiver built-in control
hawse fairlead pack, synthetic rope and hawse fairlead

SPECIFICATIONS
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Model Number Seal DS-9.5 Seal DS-9.5s/9.5rs Seal DS-9.5i Seal DS-9.si/9.5rsi
Line pull 4,309 kg /9,500 Ib

Motor 12V 3,730 w /5 hp

Gear train 3 stage planetary gears

Gear ratio 159:1

Clutch (freespooling) Rotating ring gear

Brake (outside the drum) Automatic, full load CBS (Cone Brake Structure)

Rope size (mm x m) 8.7 x 30.5 (11/32" x 100") 9.5 x 30.5 ( 3/8" x 100") 8.7 x 30.5 (11/32" x 100 9.5 x 30.5 ( 3/8" x 100
Rope type Galvanized aircraft A7 x 19 Synthetic rope SK-75 Galvanized aircraft A7 x 19 Synthetic rope SK-75
Drum size (mm x mm) 63.5 x 228 (2.5" x 9")

Mounting bolts pattern (mm x mm) 254 x 114 (10" x 4.5")

Winch weight (including rope) 345kg/761b 28 kg/61.7 b 38.5kg/851b 32kg/70.51b
Gross weight 48.5 kg / 107 Ib 40.5kg / 89.1 b 52.5kg /116 Ib 445kg /97.91b
Box dimension, mm (L x D x H) 682 x 209 x 453 (26.8" x 8.2" x 17.8")

Mote: Roller/Hawse fairlead does not mount to winch

PERFORMANCE DATA
Line Speed and Amp. Draw i ‘ A
(e of rone o e diir) Line Pull and Rope Capacity I";n
Model Number  Seal DS-9.5/9.5s/9.5rs, Seal DS-9.51/9.5s1/8.5rsi | Model Number Seal DS-8.5/9.55/9.5rs, Seal DS-9.5i/9.5si/9.5rsi ‘ﬁ
Line Pull Line Speed Amp. Draw Pull by Layer Total Rope on 0
Layer of Rope 0
kg /b mpm [ fpm 12V kg /b the Drum m / ft ﬁ
Mo Load 19.0 /62.0 60 o 4,309 /9,500 5.8/19.1 2
907 / 2,000 4.7/154 115 2 3,472 /7,655 13.1/429 =
1,814 /4,000 35/115 210 s b 2908 /6,410 21.7171.2 -ﬁ-
2,722 /6,000 287192 245 4" 2,501/5,514 30.5/100 b »
3,629 /8,000 23176 280
4,309 /9,500 21/6.8 380
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Protective thermal sensor LED
The industrial level waterproofed remote control coming with thermometric LED indicator on the hand-held switch automatically alerts when the motor
is over-heated.

@ Extreme-duty water resistance on the motor and gearbox housings

@ Built-in waterproof receiver for wireless remote control (Only Seal DS-9.5rsi)
Turn clutch by ergonomic T-handle for rapid rope payout

@ Hardened steel 3 planetary gear train

Automatic, full load Cone Brake Structure (CBS)

IP66 waterproof
transmitter and receiver ensure all weather protection

Wiring harness with built-in antenna designs
for quick installation and easy wireless operation

2.4 GHz high frequency
The built-in receiver is designed for 2.4Ghz frequency, never in-band interference within 27m(90") radius.

Colour LED indicates different winching conditions
Green light for power on. Red light for winching. Blinking green light for low battery life. Blinking red light for poor signal received.
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In December 2007 Arctic Trucks modified two Toyota Hilux vehicles for an e s %
expedition with BBC Television's Top Gear show, Toyota GB and Polar Cameron lsland Hial SR |
Challenge to the Magnetic North Pole. Three of Arctic Trucks (COMEUP e Varier al B g
Distributor in ICELAND) employees joined this expedition as drivers and Moot tand | Smeny SR
mechanics.
Litl:lelil!'.'mma& Ishard
This was a challenging trip, for one thing the ice north of Helena Island Muray Il Byarm Mt Island By
was unusually bad with very large bolder fields that were hostile to x Bridgeport Infet
anything moving. The second challenge was to carry a film crew, all their | 2,
equipment and taking valuable time and energy for filming. | R e Lomther BN garrow Strat

A Map of Magnetic North Pole Exploration

The drive was close to 700 km, see p#ctura, and took close to
7 days mostly on see ice.
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DV-15 Self-Recovery Winch

= Rated Line Pull: 6,804 kg / 15,000 Ib

» Part Number: PN 857326 12V DC motor
PN 857433 24V DC motor

= 89 feet of 7/16", 6x29-IWRC wire rope

SPECIFICATIONS

Model Number

Line pull

Motor 12V
24V

Gear train

Gear ratio

Clutch (freespooling)
Brake (outside the drum)

Rope size (mm x m)
Rope type
Drum size (mm x mm)

Mounting bolts pattern (mm x mm)

Winch weight (including rope)
Gross weight
Box dimension, mm (L x D x H)

Note: Roller fairlead does not mount to winch

PERFORMANCE DATA

Line Speed and Amp. Draw

(1* layer of wire rope on the drum)

Model Number DV-15
Line Pull Line Speed Amp. Draw
kg /lb mpm / fpm 12V 24V
No Load 6.9/22 60 50
1,814 /4,000 16/54 180 90
3,629 / 8,000 1.2/3.8 280 190
4,536 / 10,000 1.0/3.3 330 220
5,443 /12,000 0.9/28 385 260
6,804 / 15,000 08/25 460 340

DIMENSION mm/in (DV-15/12)
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170(6.7")

661(26.0%) (12V)

DV-15
6,804 kg / 15,000 Ib

31521

COMEUP

DV-12 Self-Recovery Winch

» Rated Line Pull: 5,443 kg / 12,000 |Ib

» Part Number: PN 857130 12V DC motor
PN 857228 24V DC motor

» 125 feet of 3/8" wire rope

ERRRRREL

DV-12
5,443 kg /12,000 Ib
4180w/ 5.6 hp
2,690w /3.6 hp
3 stage planetary gears
261:1
Rotating ring gear

Automatic, full load CBS (Cone Brake Structure)

11.1 x 27 (7/16" x 89’)

0.5 x38(3/8" x 125')

6X29-IWRC Galvanized aircraft A7 x 19
89 x 206 (3.5" x 8.1")
254 x 114 (10" x 4.5")
254 x 165 (10" x 6.5")
42kg/9261b 40 kg /88.11b
69 kg /152 Ib 67 kg /147.7 Ib
700 x 250 x 420 ( 27.5" x 9.8" x 16.5")
Line Pull and Rope Capacity
DWV-12 Model Number DV-15 DW-12
Line Speed Amp. Draw Layer of Wire Pull by Layer Total Rope Pull by Layer Total Rope on
mpm / fpm 12V 24V Rope kg/Ib m/ ft kg/lb the Drum m / ft
8.3/27 60 50 1= 6,804 / 15,000 5.7/18.6 5,443 /12,000 6.6/215
26/86 200 100 o 5,069 /12,277 126/41.4 4,563 / 10,060 14.4 | 47.2
1.7/5.8 310 180 3™ 4713 /710,391 20.8/68.3 3,928 / 8,659 23.5177.0
1.4/14.4 370 230 4* 4,086 / 9,007 27.1/89 3,448 / 7,601 33.8/1109
1.2/4.0 440 290 s - = 3,072 /6,774 38.1/125

232(9.1")

ey o

114(4.5")

165(6.5") h 10 equally positioned pin holes ensure seamless clutch transmission
215(8.5") and make it easily rotate by 36° increments

636(25.0%) (24V)
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DV-12 light Self-Recovery Winch
= Rated Line Pull: 5,443 kg / 12,000 Ib
= Part Number: PN 850012 12V DC motor
PN 850124 24V DC motor
= Featuring compact size, light-weight, extreme low profile
and industry-leading range of 12,000 Ib

“Less money, Winch more”

A winch with More Power in Compact size for high efficiency performance

COMEUP DV-12 light is the brand new self-recovery winch specifically designed for off-roaders who have heavy loading requirements. Features
such as compact size, light-weight, extreme low profile and spec-leading 12,000 Ib pulling makes it the optimal winch to fit in the limited space for
front-mounted installation on most of the current off-road vehicles. It comes with supreme power for safe and effective winching that enables you
Work Tough, Play Tough on the toughest jobs under extreme rugged environments.

SPECIFICATIONS PERFORMANCE DATA
: Line Speed and Amp. D
Model Number DV-12 light (1" IanEr niirir:ru n:therz:.lm} Line Pull and Rope Capacity
Line pull 5,443 kg / 12,000 Ib = ik |
Model Number DV-12 light Model Number DV-12 light
Motor 12V 3,430 w /4.6 hp Line Pull  Line Speed Amp. Draw | Layerof Pull by Layer Total Rope on
24\/ 1,940 w /2.6 hp ka / Ib mpm/fpm 12V 24V | Wire Rope kg/lb the Drum m / ft
—— 4 gta lanet Noload 8.0/262 50 30 1" 5443/12,000 54/17.7
e Trel] =ius panesy gears 1,814/4,000 3.0/98 120 70 g 4319/9522 12.2/40.0
Gear ratio 211:1 3,629/8,000 15/50 230 140 3" 3,580/7,893 20.5/67.3
Clutch (freespooling) Rotating ring gear 4,536/10,000 1.2/40 290 180 4" 3,056 /6,737 25.0/82.0
; 5443/12,000 1.0/33 350 210
Brake (outside the drum) Automatic, full load CBS
(Cone Brake Structure)
Rope size (mm x m) 9.5 x 25 (3/8" x 82")
Rope type Galvanized aircraft A7 x 19 DIMENSION mm/in (12V DC)
Drum size (mm X mm) 63.5 x 229 (2.5" x 9") y
: & =
Mounting bolts pattern e Sl &
254 x 114 (10" x 4.5") . R % =
(mm x mm) TINT _gr; 7 N
: G i : ® & e 3 | [P v
| i )]
Winch weight (including rope) 34kg/75.01b Ll_ B |
Gross weight 49kg/108.01b 179(7.0%) _‘_ 254(10.0°) _‘_ 179(7.0") ‘114[4.5-}\
Box dimension, mm 650 x 195 x 415 612(23.1" 159(6.3")
(Lx D xH) (256" x7.7" x18.3")

MNote: Roller fairlead does not mount to winch

182.5(7.2")

- =

rﬂEB.E{E.'S"}
51.5(610%)

®114(2.5")
|

il

a1 |

DIMENSION mm/in (24V DC)
n

229(9.0") |

154{5 1) 254(10.0%) 179(7.0") ‘114{4.5‘] \

587(23.1%) 159(6.3")
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h 9 equally positioned pin holes ensure seamless clutch
transmission and make it easily rotate by 40° increments.
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DV-9i Self-Recovery Winch

= Rated Line Pull: 4,082 kg / 9,000 Ib

* Part Number: PN 856360 12V DC motor
PN 856388 24V DC motor

SPECIFICATIONS

Model Number

Line pull

Motor 12V
24V

Gear train

Gear ratio

Clutch (freespooling)
Brake (outside the drum)

Rope size (mm x m)

Rope type
Drum size (mm x mm)

Mounting bolts pattern (mm x mm)
Winch weight (including rope)
Gross weight

Box dimension, mm (L x D x H)

MNote: Roller fairlead does not mount to winch

PERFORMANCE DATA

COMEUP

DV-9 self-Recovery Winch

= Rated Line Pull: 4,082 kg / 9,000 Ib

» Part Number: PN 856329 12V DC motor
PN 856355 24V DC motor

DV-9i DV-9
4,082 kg / 9,000 Ib
3,430 w /4.6 hp
1,940w /2.6 hp
3 stage planetary gears
156:1
Rotating ring gear
Automatic, full load CBS (Cone Brake Structure)
8.3 x 30.5 (21/64" x 100")
Galvanized aircraft A7 x 19
63.5 x 229 (2.5" x 9")

245 x 114 (10" x 4.5")
36 kg/79.21b

48 kg /1056 1b
650 x 195 x 415 ( 25.6" x 7.7" x 16.3")

33kg/7261b
47 kg /103.4 |b

YouIpn Adanooay-)18g E HONIM JAILOINOLNY

Line Speed and Amp. Draw
Line Pull and Rope Capacity
(1* layer of wire rope on the drum) i T'h'“i'-'_:"“_’_
Model Number DV-9i / DV-9 Model Number DV-9i / DV-9 g o
Line Pull  Line Speed Amp. Draw | Layerof Pull by Layer Total Rope on 7
kg / Ib mpm /fpm 12V 24V | Wire Rope kg / Ib the Drum m / ft % @I-
No Load 134 /440 55 30 1* 4,082 / 9,000 6.1/20.0
907 /2,000 46/150 110 65 2 3316 /7,310 13.6/44.7 Z =
1,814 /4,000 34/11.0 200 100 L 2,792/6,154 226/74.0
2,722/6,000 27/90 230 130 4" 2410/5314 30.5/100
3629/8,000 23/75 260 170 L : B
h 9 equally positioned pin holes ensure seamless clutch transmission
4,082/9,000 2.0/64 350 210 and make it easily rotate by 40° increments.

DIMENSION mm/in (DV-9i) DIMENSION mm/in (DV-9)

. 268(10.6")
|
\ " &M o
= =n-1=7
E E % B E E— + —-ﬂl' o - -:_ |- - E—
= = = - = 5:“_. = - - = == L. o : $  — —
s J = —— fLI_ \ ==/
- L|_ _|_|~1 i i 229(9.07) -l_‘ | 114857 \| 4-11(0.43
£28a.5) | 1144.57) |\ 41100437 179(7.07) | 264(10.0%) | 169(6.7) 158(6.3")
179(7.07) ‘ 254(10.0%) ‘ 169(6.7") 159(6.3°) ' 802(23.7°) :
602(23.7")
1 i 1
a

L
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COMEUP

DV-6000S Self-Recovery Winch

D

= Rated Line Pull: 2,722 kg / 6,000 Ib

= Part Number: PN 854756 12V DC motor
PN 856129 24V DC motor
= 2" rear receiver and quick connector kits mounis directly to

the vehicle frame without drilling, PN 881086 as an option

SPECIFICATIONS

Model Number

Line pull

Motor 12V
24V

Gear train

Gear ratio

Clutch (freespooling)

Brake (outside the drum)

Rope size (mm x m)

Rope type

Drum size (mm x mm)

Mounting bolts pattern (mm x mm)
Winch weight (including rope)
Gross weight

Box dimension, mm (L x D x H)

MNote: Roller fairlead does not mount to winch

93(3.7%)

PERFORMANCE DATA
Line Speed and Amp. Draw
(1% layer of wire rope on the drum)
Model Number DV-6000S / DV-6000L Model Number
Line Pull Line Speed Amp. Draw Layer of Wire
ka/lb mpm / fpm 12V 24V Rope
No Load 8.0/26.2 60 35 1™
907 / 2,000 52/17.0 150 90 o
1,814 / 4,000 3.1/10.2 240 140 3"
2,722 16,000 20/65 300 200 4"
5':!1
IMENSION mm/in (DV-6000S)
- .
{ HDP \ o
_—r :
d E{ 5 mb a3
- _ o - = 3
= |_|_ w . ]
| il
125.5(4.9%) | 114(4.5") | "N_4-11(0.43")
170.6(6.7") | 152.4(6.0") | 137(54") 159(6.3")
460(18.1"

DV-6000S

DV-6000L seli-Recovery Winch

» Rated Line Pull: 2,722 kg / 6,000 Ib
» Part Number: PN 852806 12V DC motor

= 100 feet of 9/32" wire rope

ﬁad;a.&“ﬂ"'ﬂ?ﬂﬂﬂﬂﬁﬁﬂqaﬂ'}

Flirss Bl ki

2,722kg /6,000 Ib

2,390w/3.2hp
1,490 w /2.0 hp

3 stage planetary gears
216:1
Rotating ring gear
Automatic, full load CBS (Cone Brake Structure)

7.1 x 24.4 (9/32" x 80')

PN 854526 24V DC motor

DV-6000L

7.1 x 30.5 (9/32" x 100"

Galvanized aircraft A7 x 19

63.5 x 125.5 (2.5" x 4.9")
152.4 x 114 (6" x 4.5")
17.7kg/391b
32kg/701b
505 x 210 x 340 (19.9" x 8.3" x 13.4")

63.5 x 227 (2.5" x 8.9")

254 x 114 (10" x 4.5")

22kg/48.51b
37kg/811b

672 x 210 x 390 (26.5" x 8.3" x 15.4")

Line Pull and Rope Capacity

DV-60005 DV-6000L
Pull by Layer Total Rope on Pull by Layer Total Rope on
kg /b the Drum m [ ft kg /b the Drum m / ft
2,722 /6,000 3.8/125 2,722 16,000 7.0/229
2,266 / 4,995 84/27.5 2,266 [/ 4 995 15.4 / 50.4
1,941 /4,279 13.7/45.0 1,941 /4,279 252 /825
1,697 / 3,742 19.8/65.1 1,697 [ 3,742 30.5/100
1,508 / 3,325 24.4 /80 - -
DIMENSION mm/in (DV-6000L)
™
[ N~
=1y 8 =
~ £ e 3
& S SENERWK
2 S =1 F: _,/,
R I B Sk M
‘ 227(8.9") ‘ | 114(4.5%) | «.: 11(0.43")
170.6(6.7") | 254(10.0") | 137(5.4") 159(6.3")
561.9(22.1")




COMEUP

UTILITY DUTY WINCH

The Utility Duty Winch series are designed to be used both for Mini-Jeep and various vehicles as a trailer
winch. COMEUP winch provide line pull of 2,500 - 4,500 Ib rating with power-out device for rapid wire rope
payout. They are dexterous, easy-to-install and the high torque permanent magnet motor delivers high line
pull at lower amp draw. Automatic load-holding mechanical failsafe brake ensures strength and reliability

* Power in and power out
* High torque permanent magnet motor delivers high line pull at lower amp.
+ 3 stage planetary gearbox delivers the most reliable and durable performance of the winch under rugged

conditions. |
- Sliding pin and ring gear clutch for rapid wire rope payout. J , ol
«/Automatic load-holding mechanical brake for strength and reliability : I‘:‘:"’?"’ | e d Bl
» Heavy duty sealed contactor for DU-3000/4000 gives better water resim =V & . o SN VY
-'5;"-_.,: e |l
o - s
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UTILITY DUTY WINCH

COMEUP

DU-4000 utility Duty Winch

= Rated Line Pull: 1,814 kg / 4,000 Ib
= Part Number: PN 643591 12V DC motor
PN 642371 24V DC motor

SPECIFICATIONS
Model Number

Line pull

Motor 12V
24V

Gear train

Gear ratio

Clutch (freespooling)

Brake

Rope size (mm x m)

Rope type

Drum size (mm x mm)

Mounting bolts pattern (mm x mm)
Winch weight (including rope)
Gross weight

Box dimension, mm (L x D x H)

MNote: Roller fairlead does not mount to winch

PERFORMANCE DATA

Line Speed and Amp. Draw

(1% layer of wire rope on the drum)

Model Number DU-4000

Line Pull Line Speed Amp. Draw
kg/lb mpm [ fpm 12V 24V
MNo Load 6.0/18.7 20 19
227 1 500 3.9/128 45 25
454 /1,000 3.4/11.2 70 35
680 /1,500 3.1/10.2 90 50
907 / 2,000 29795 120 65
1,134 /2,500 27189 150 80
1,361 /3,000 24179 180 100
1,588 / 3,500 22172 210 125
1,814 /4,000 20/6.6 230 155

DIMENSION mm/in (DU-4000)
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DU-3000 utility Duty Winch

= Rated Line Pull: 1,361 kg / 3,000 Ib
» Part Number: PN 642431 12V DC motor
PN 643215 24V DC motor

DU-3000
1,361 kg / 3,000 Ib

DU-4000
1,814 kg / 4,000 Ib
800 w / 1.0 hp, permanent magnet
800 w / 1.0 hp, permanent magnet
3 stage planetary gears
184:1 145:1
Sliding pin and ring gear
Mechanical & dynamic
5.5 x 15.2 (7/32" x 50") 4.8 x 15.2 (3/16" x 507)
Galvanized aircraft A7 x 19
§5x118(2.2"x4.7")

76 x 168 (3" x 6.6")

55 x 75 (2.2" x 3")
76 X 124 (3" x 4.9")

8kg/17.61b 7.1kg/15.7 b
14.5kg/321b 12.7 kg /28.0 Ib
430 x 170 x 300 390 x 170 x 300

(16.9"x 6.7" x 11.8") (15.4"x6.7"x 11.8")

Line Pull and Rope Capacity
DU-3000 Model Number DU-4000 DuU-3000
Line Speed Amp. Draw Layer of Wire Pull by Layer Total Rope on Pull by Layer Total Rope on
mpm / fpm 12V 24V Rope kg/Ib the Drum m / ft kg/Ib the Drum m / ft
7.6/249 15 10 1" 1,814 /4,000 4.0/13.2 1,361 / 3,000 28793
6.3/20.7 40 30 " s 1,535/ 3,385 8.8/28.8 1,173/ 2,585 6.1/20.1
4.9/16.1 70 45 3" 1,331 /12,933 14.2/46.7 1,030 / 2,271 89/325
4.3/141 100 60 4" 1,174/ 2,588 15.2/ 50 918 /2,025 14.1/46.3
3.7/121 140 80 5" - - 829 /1,827 15.2 /50
3.1/10.2 180 100
25/82 230 130
DIMENSION mm/in (DU-3000)
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COMEUP

DV-4500i utility Duty Winch
» Rated Line Pull: 2,041 kg / 4,500 Ib

= Part Number: PN 641656 12V DC motor
PN 642037 24V DC motor

DV-3500i utility Duty Winch

» Rated Line Pull: 1,588 kg / 3,500 Ib
= Part Number: PN 641101 12V DC motor
PN 641371 24V DC motor

DV-2500i utility Duty Winch

= Rated Line Pull: 1,134 kg / 2,500 Ib

= Part Number: PN 640333 12V DC motor
PN 640614 24V DC motor

SPECIFICATIONS

Model Number DV-4500i DV-3500i DV-2500i

Line pull 2,041 kg /4,500 Ib 1,588 kg / 3,500 Ib 1,134 kg / 2,500 Ib

Motor 12V 1,200 w / 1.6 hp, permanent magnet 900 w /1.2 hp, permanent magnet 600 w / 0.8 hp, permanent magnet
24V 1,200 w/ 1.6 hp, permanent magnet 900 w/ 1.2 hp, permanent magnet 600 w / 0.8 hp, permanent magnet

Gear train 3 stage planetary gears

Gear ratio 170:1

Clutch (freespooling) Sliding ramping

Brake Automatic load-holding mechanical brake
Rope size (mm x m) 6.3 x 15.2 (1/4" x 50" 5.5 x 15.2 (7/32" x 50" 4.8 x 15.2 (3/16" x 50")
Rope type Galvanized aircraft A7 x 19

Drum size (mm x mm)

Mounting bolts pattern (mm x mm)

Winch weight (including rope)

Gross weight

o4 x 83 (2.1" x 3.3")
86 x 93 (3.4" x 3.7")
13.9kg/3061b
179kg /394 1b

142kg/31.21b
18.2kg/401Ib

13.5kg/29.7 b
17.5kg/38.51b

Youipa Aang Aipan H HONIM JAILOINOLNY

Box dimension, mm (L x D x H) 462 x 271 x 185 (18.2" x 10.7" x 7.3")

PERFORMANCE DATA

Line Speed and Amp. Draw
(1% layer of wire rope on the drum) Ciow Pyl el Fops CRDRCEY
Model Number DV-4500i DV-3500i DV-2500i Model Number DV-4500i DV-3500i DV-2500i
Line Pull Line Speed Amp. Draw Line Speed Amp. Draw Line Speed Amp. Draw | Layer of Wire Pull by Layer Total Rope Pull by Layer Total Rope Pull by Layer Total Rope
kg/lb  mpm/fpm 12V 24V mpm/fom 12v 24y mpm/fom 12y 24v | Rope SV e e B e
No Load 65/21.3 256 10 65/213 25 10 50/164 30 10 1 2,041/4500 24/79 1588/3500 27/89 1134/2500 3.1/10.2
454/1,000 50/164 110 55 5H0/164 10 55 46/110 80 @ &6 2™ 1688/3,722 53/174 1340/2954 6€60/196 975/2149 6.7/22.0
207 / 2,000 36/118 210 85 3.6/11.8 200 100 23175 180 115 3" 1.440/3,174 87/286 1,159/25565 97/318 855/1,885 10.8/355
1,134/2500 32/105 240 110 32/105 230 115 1.3/4.2 200 140 4" 1,255/2,766 126/41.4 1,021/2251 13.9/457 761/1,678 15.2 /50
1,361/3,000 25/82 270 120 25/8.2 260 140 5" 1.112/2451 152/50 913/2012 152/50 - -
1,588 / 3,500 1.8/59 290 140 18/59 300 180
1,814/4000 14/46 310 155
2,041 / 4,500 04/13 330 170

DIMENSION mm/in (DV-4500i/3500i/2500i)
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ACCESSORIES

Wireless Remote Control
Part Number: PN 881262

for automotive winches with a 6-pin plug

« Work with any 12 or 24 volt automotive winches (Expect Seal
DS-9.5r/9.5rs/9.5ri/9.5rsi)

« 2.4 GHz high frequency device features never in-band interference with
27m (90') radius

« |P66 waterproof transmitter and receiver ensure all weather protection

« Wiring hamess with built-in antenna designs for quick installation and easy
wireless operation

« Switch power being on after a 5-seconds continuous press on the button for
safety work

« Cut the power after a 5-minutes silence for safety work and for conserving
battery life
 The transmitter can be self-coded, simplifying installation and replacement

SPECIFICATIONS

Frequency 2.4 GHz

Remote range up to 27m (90')

LED indication Green light for power on.

Red light for winching.
Blinking green light for low battery life.
Blinking red light for poor signal received.

Transmitter 3V lithium battery
weighing 60 g/ 2.1 oz
Receiver DC 8 — 24V rated 7.5 A
weighing 150 g/ 5.3 oz
WARRANTY

« Each new wireless remote control is guaranteed against defects in
workmanship and material defects for a period of one (1) year from date
of purchase

* Dimension mm/in

116(4.6") | 34(1.37)

| o |

| | | 1

Q
97.8(3.9")

COMEUP

Winch Accessory Kit

Medium Duty Kit

Part Number: PN 881662 for DV-6000S/6000L,

DV-9/9i, Seal DS-9.5/9.5s/9.5rs, Seal DS-9.5i/9.5si/9.5rsi

Designed for winch single line capacity to 4.309 kg /9.500 Ib
Includes:

+ 10,000 kg / 22,000 Ib maximum capacity snatch block, PN 881079
+ 100 mm x 2.4 m (4" x 8") tree trunk protector strap, PN 881091

« 75 mm x 9 m (3" x 30") recovery strap rated to 9,797 / 21,600 |b, PN 881090
* Bow shackle, 20 mm (3/4") Pin diameter, PN 881092

+ Recovery damper, PN 881557

+ Leather gloves, PN 881558

* Duffel bag, PN 881661

Winch Accessory Kit

Medium Duty Kit

Part Number: PN 881088 for DV-6000S/6000L,

DV-9/9i, Seal DS-9.5/9.5s/9.5rs, Seal DS-9.5i/9.5si/9.5rsi

Designed for winch single line capacity up to 4.309 kg / 9.500 Ib
Includes:

* 10,000 kg / 22,000 Ib maximum capacity snatch block, PN 881079
* 100 mm x 2.4 m (4" x 8') free trunk protector strap, PN 881091

* 75 mm x 9 m (3" x 30") recovery strap rated
to 9,797 / 21,600 Ib, PN 881090

* Bow shackle, 20 mm (3/4") Pin diameter, PN 881092
* Winch cover PN 881094

+ Leather gloves, PN 881089
* Nylon soft case PN 881093

Winch Accessory Kit

Heavy Duty Kit

Part Number: PN 881095 for DV-12/15/12 light

Designed for winch single line capacity up to 6,803 kg / 15,000 Ib
Includes:

* 13,610 kg / 30,000 Ib maximum capacity snatch block, PN 881082
* 100mm x 2.4m (4" x 8') tree trunk protector strap, PN 881091

» 75mm x 9m (3" x 30') recovery strap rated
to 9,797 kg / 21,600 Ib, PN 881090

* Bow shackle, 20 mm (3/4") pin diameter, PN 881092

* 3 m of 8 mm (10" of 5/16") grade 70 choker chain with hooks, PN 881096
* Winch cover, PN 881094

* Leather gloves, PN 881089
* Nylon soft case, PN 881093




Recovery Damper
A recovery damper is safety device designed to help eliminate the possibility of
injury or property damage in the event of a wire rope failure. PN 881557

COMEUP

Work Tough, Play Tough

Leather Gloves
Always use leather gloves when handling the wire/synthetic rope to protect
your hands. PN 881558

Synthetic Rope with Hook

Part Number: PN 881304

for Seal DS-9.5s/9.5rs/9.5s1/9.5rsi

» Lightweight, high strength and no water absorption.
* Rope comes with clevis hook.

« A 12 strand construction rope coated to improve abrasion resistance and to
protect the rope from the ingress dirt and grit.

« 30.5 m (100) of 9.5 mm (3/8") diameter synthetic rope designs for off-road
winches application with line pull of 4,309kg (9,500 Ib) or less.

Tree Truck Protector Strap

A tree truck protector strap is useful for connecting a winch wire rope to almost
any anchor point but is primarily designed to prevent a tree from ring barking.
PN 881091

Recovery Strap
Use a recovery strap to snatch or pull out a stuck vehicle. PN 881090
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Bow Shackles
20 mm (3/4") pin diameter PN 881092

Emergency Stop Switch
PN 881668

COMEUP

OPN 881075 @PN 881076

Quick Connector
PN 881075 50A

PN 881076 175A

DC Solenoid

PN 881077 (12V)/ PN 881078 (24V)

for DV-2500i/3500i/4500i, » PN 881077
DV-6000S/6000L - PN 881078

Sealed Contactor

PN 881355 (12V) / PN 881356 (24V)
400A, for DV-9/9i/12/12 light/15,

Seal DS-9.5/9.5s/9.5rs,

Seal DS-9.5i/9.5si/9.5rsi

PN 881357 (12V)/ PN 881358 (24V)
250A, for DU-3000/4000

= PN 881355/ 56

« PN 881357 / 58

Remote Control
PN 880295
for DV-2500i/3500i/4500i,

PN 880025
for DV-6000S/6000L, DU-3000/4000

PN 880126

for Seal DS-9.5/9.5s/9.5rs,

Seal DS-9.5i/9.5si/9.5rsi, DV-9/9i/12/15/12 light
(coming with protective thermal sensor LED)

_ |

- PN 880295 - PN 880025 * PN 880126

Snatch Block

PN 881079

Max load 10,000 kg / 22,000 Ib for DV-6000S/6000L, DV-9/9i,
Seal DS-9.5/9.5s/9.5rs, Seal DS-9.5i/9.5si/9.5rsi

PN 881080
Max load 5,000 kg / 11,000 Ib for DU-3000/4000, DV-2500i/3500i/4500i

PN 881082
Max load 13,610 kg / 30,000 Ib for DV-12/15/12 light

« PN 881079 = PN 881080 - PN 881082

Roller Fairlead
PN 880289
63 mm throat for DV-2500i/3500i/4500i

PN 880066
180 mm throat for DV-12/15

PN 880096
109 mm throat for DV-6000S

PN 880023
210 mm throat for DV-6000L,
DV-9/9i/12 light, Seal DS-9.5/9.5i

PN 880231
65 mm throat for DU-3000

PN 880132
109 mm throat for DU-4000

Hawse Fairlead

PN 881061

184 mm throat for

Seal DS-9.5s/9.5rs/9.5si/9.5rsi

HONIM JAILLOINOLNY
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Mounting Channel
PN 881083

Front mounting for DV-6000L, DV-9/9i/12 light,
Seal DS-9.5/9.5s/9.5rs,

Seal DS-9.51/9.5si/9.5rsi

PN 881084
Multi-purpose mounting for DV-6000L,

DV-9/9i/12 light,, Seal DS-9.5/9.5s/9.5rs,
Seal DS-9.5i/9.5si/9.5rsi

PN 881085
Front mounting for DV-12/15

PN 881086
Rear mounting ass'y for DV-60005

* PN 881083
« PN 881085

« PN 881084

oF

Detachable Control Box
PN 880098 (12V) / PN 880099 (24V)
for DVV-6000S/6000L

PN 881164 (12V) / PN 881165 (24V)
for Seal DS-9.5/9.5s, DV-9/12/15/12 light

PN 880273 (12V) / PN 880274 (24V)
for DU-3000/4000

PN 881168 (12V)

for Seal DS-9.5rs, built-in wireless receiver

Bridge Control Box

PN 881160 (12V)/ PN 881161 (24V) =
for DV-9i

PN 881170 (12V)
for Seal DS-9.5rsi,built-in wireless receiver

PN 880351 (12V)
for Seal DS-9.5i/9.5si

Cable Tensioner
PN 881087
204mm for DV-12/15

Automotive Winch Accessories Chart

Model Number Seal Seal  Seal  Seal Seal  Seal

DS-95 DSO95s DS95rs DS9.5i DS-9.5si DS-9.5rsi

Line Pull kg 4309 4309 4309 4309 4309 4,309

Ib 9500 9,500 9500 9500 9500 9,500
Remote Control & @ & i & =]
Control Box 12V ] B @ @ ] @

24V - - : - : :
Wire Rope w/Hook ] - - & - -
Synthetic Rope w/Hook - @ L] - @ ®
Roller Fairlead i o g B -
Hawse Fairlead = & @ - e B
Circuit Breaker ® (o] © @ © 0
Battery Lead @ @ & b ® &
Handsaver Strap & @ [ & s @
Cable Tensioner = = = = . g
Snatch Block o] © O o © o]
Mounting Channel © (o] © © © ©
Winch Accessory Kit o o o ] (o] (&)
Wireless Remote Control © © Buitin © ©  Built-in
Recovery Damper & @ ] & @ B
Gloves ® @ & & & @

DV-15

15,000

© @ © © O O @ @ ©

@

COMEUP

Wire Rope with Hook

PN 880288

4.8 mm X 15.2 m for DV-2500i

PN 880298

5.5mm X 15.2m for DV-3500i

PN 880305

6.3 mm X 15.2 m for DV-4500i

PN 880052

9.5 mm X 38 m for DV-12

PN 881246

11.1 mm X 27 m for DV-15

PN 880010

8.3 mm X 30.5 m for DV-9/9i

PN 880112

8.7 mm X 30.5 m for Seal DS-9.5/9.5i
PN 880083

7.1 mm X 24.4 m for DV-6000S

PN 881060

7.1 mm X 30.5 m for DV-6000L

PN 880230

4.8 mm X 15.2 m w/stopper for DU-3000
PN 880268

5.5 mm x 15.2 m w/stopper for DU-4000
PN 881285

9.5 mm X 25 m for DV-12 light

Base Plate Kit
PN 880232

for DU-3000

PN 880269
DU-4000

Battery Isolation Switch
PN 881097

2 Position Off-On 12V 500 Amp
for DV/Seal DS/DU Series Winch

Dv-12

DV-12 light DV9  DV§i DV-6000S DV-G0OOL DU-4000 DU-3000 DV-4500i DV-3500i DV-2500i

6,803 5443 5443 4,082 4082 2722 2722 1814 1361 2041 1588 1,134
12,000

12,000 9,000 9000 6,000 6000 4000 3000 4,500 3,500 2,500
& L & i & @ @ @ ] ® @

@ & & & @ & & ®  Builtin Built-in  Built-in
L L ® & ® @ ® ®  Builtin Built-in  Built-in
& L @ G & @ @ B @ [ %
@ L & e L @ @ & & & @
e] © © o] © o] @ & & @ ®
& @ @ & @ @ L & % & B
s & & L L kg L L & & &
(] - = - = = = - -
(e] © © o] © O o © o] (o] ©
© © © o] © o] - - -
&) © © ] @ © o © (&) o] o
o] o] e o e] o o] (o] o] o (]
o] o] © o] © (o] o] © o] (o] ©
(#] © © (o] o O o © (&) (o] o

® Means as a standard accessory / © Means as an option accessory





